
HIGH VOLTAGE CABLES
BETWEEN 38 / 66 ( 72.5 ) KVAND 130 / 225 ( 245 ) KV

6

6.1  -  COPPER AND ALUMINIUM CONDUCTOR
LEAD SHEATH SCREEN ( 66 - 225 KV )

Conductor Screen

Insulation

Conductor
Copper or Aluminium

Insulation Screen

Lead Sheath

PVC or PE Jacket

COMPACTROUND STRANDED
COPPER OR ALUMINIUM
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36 / 63 TO 40 / 69 (72.5) KVXLPE CABLES
COPPER CONDUCTOR

Lead sheath screen

Nominal
sectional

area
mm2

Shape
D i a m e t e r

mm

T h i c k n e s s
o f

C o n d u c t o r
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

i n s u l a t i o n

A p p ro x .
m m

T h i c k n e s s
o f

l e a d
s h e a t h

m m

O u t s i d e
d i a m e t e r

o f
c a b l e

A p p ro x .
m m

We i g h t
o f

c a b l e

A p p ro x .
k g / m

E l e c t ro -
s t a t i c

c a p a c i t a n c e

µF / k m

T h i c k n e s s
o f

i n s u l a t i o n
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

J a c k e t

m m

L e a d
s e c t i o n a l

a re a

m m2

D C
c o n d u c t o r
re s i s t a n c e

at 20ºC

Ω/ k m

Conductor

150 R

185R

240R

300R

400R

500R

630R

800R

1000R

R:
compact
Round

stranded

14.2

15.9

18.4

20.5

23.2

26.4

30.3

34.7

39.1

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

10.0

10.0

10.0

10.0

10.0

10.0

10.0

10.0

10.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

2.0

2.0

2.0

2.0

2.0

2.0

2.0

2.0

2.0

2.9

2.9

2.9

3.0

3.0

3.2

3.3

3.4

3.4

54

54

54

60

60

66

71

77

77

300

300

300

335

335

370

405

440

445

7

7

7

9

9

11

13

16

17

0.1240

0.0991

0.0754

0.0601

0.0470

0.0366

0.0283

0.0221

0.0176

0.17

0.18

0.21

0.22

0.25

0.25

0.26

0.28

0.35

Continuous current ratings (load factor= 100%) forone circuit in operation (Amperes)

Earthing
conditions

Induced
current
in the

metallic
screen

Laying conditions: Trefoil formation Laying conditions: Flat formation

with
circulating
currents

without
circulating

current

400
480
520
585
660
745

870
975
1070

460
525
615
705
810
925

1100
1250
1395

150 R
185 R
240 R
300 R
400 R
500 R

630 R
800 R

1000 R

345
390
450
505
570
640

750
840
920

365
415
490
560
640
735

870
990
1105

without
circulating

current

150 R
185 R
240 R
300 R
400 R
500 R

630 R
800 R
1000 R

420
510
555
625
715
815

930
1050
1165

365
410
475
540
615
700

800
900
1000

525
600
710
810
945
1090

1260
1445
1645

420
480
570
645
755
870

1005
1155
1310

Earthing
conditions

Induced
current
in the

metallic
screen

Nominal
sectional

area

Nominal
sectional

area

Direct burial Direct burialIn air In air

mm2 mm2

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

ρT in ºC.m./W ρT in ºC.m./W

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

D

D

↔

↔

1.3 m 1.3 m

D2D↔ ↔

2D DD
↔↔↔

Constructional data (nominal)
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64 / 110 (123)  KVXLPE CABLES
COPPER CONDUCTOR

Lead sheath screen

Constructional data (nominal)

Nominal
sectional

area
mm2

Shape
D i a m e t e r

mm

T h i c k n e s s
o f

C o n d u c t o r
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

i n s u l a t i o n

A p p ro x .
m m

T h i c k n e s s
o f

l e a d
s h e a t h

m m

O u t s i d e
d i a m e t e r

o f
c a b l e

A p p ro x .
m m

We i g h t
o f

c a b l e

A p p ro x .
k g / m

E l e c t ro -
s t a t i c

c a p a c i t a n c e

µF / k m

T h i c k n e s s
o f

i n s u l a t i o n
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

J a c k e t

m m

L e a d
s e c t i o n a l

a re a

m m2

D C
c o n d u c t o r
re s i s t a n c e

at 20ºC

Ω/ k m

Conductor

240 R

300 R

400 R

500 R

630 R

800 R

1000 R

R:
compact
Round

stranded

18.4

20.5

23.2

26.4

30.3

34.7

39.1

1.0

1.0

1.0

1.0

1.0

1.0

1.0

16.0

16.0

16.0

16.0

16.0

16.0

16.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

2.0

2.0

2.0

2.0

2.0

2.1

2.2

3.2

3.3

3.3

3.4

3.5

3.6

3.8

65

70

71

76

77

86

91

370

400

400

435

440

520

575

9

10

11

13

14

18

21

0.0754

0.0601

0.0470

0.0366

0.0283

0.0221

0.0176

0.16

0.16

0.18

0.19

0.23

0.23

0.24

Continuous current ratings (load factor= 100%) for one circuit in operation (Amperes)

Earthing
conditions

Induced
current
in the

metallic
screen

Laying conditions: Trefoil formation Laying conditions: Flat formation

with
circulating
currents

without
circulating

current

515
580
655
740

870
970
1065

615
700
805
925

1095
1245
1390

240 R
300 R
400 R
500 R

630 R
800 R
1000 R

445
500
565
640

750
835
920

490
560
640
735

870
990
1105

without
circulating

current

240 R
300 R
400 R
500 R

630 R
800 R

1000 R

550
620
710
810

925
1040
1155

475
535
610
700

795
900
995

700
795
925
1065

1235
1420
1595

560
635
740
850

990
1135
1275

Earthing
conditions

Induced
current
in the

metallic
screen

Nominal
sectional

area

Nominal
sectional

area

Direct burial Direct burialIn air In air

mm2 mm2

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

ρT in ºC.m./W ρT in ºC.m./W

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

D

D

↔

↔

1.3 m 1.3 m

D2D↔ ↔

2D DD
↔↔↔
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76 / 132 (145)  KVXLPE CABLES
COPPER CONDUCTOR

Lead sheath screen

Constructional data (nominal)

Nominal
sectional

area
mm2

Shape
D i a m e t e r

mm

T h i c k n e s s
o f

C o n d u c t o r
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

i n s u l a t i o n

A p p ro x .
m m

T h i c k n e s s
o f

l e a d
s h e a t h

m m

O u t s i d e
d i a m e t e r

o f
c a b l e

A p p ro x .
m m

We i g h t
o f

c a b l e

A p p ro x .
k g / m

E l e c t ro -
s t a t i c

c a p a c i t a n c e

µF / k m

T h i c k n e s s
o f

i n s u l a t i o n
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

J a c k e t

m m

L e a d
s e c t i o n a l

a re a

m m2

D C
c o n d u c t o r
re s i s t a n c e

at 20ºC

Ω/ k m

Conductor

240 R

300 R

400 R

500 R

630 R

800 R

1000 R

R:
compact
Round

stranded

18.4

20.5

23.2

26.4

30.3

34.7

39.1

1.0

1.0

1.0

1.0

1.0

1.0

1.0

18.0

18.0

18.0

18.0

18.0

18.0

18.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

2.0

2.0

2.0

2.0

2.1

2.2

2.4

3.3

3.4

3.4

3.5

3.6

3.8

4.0

71

76

77

81

86

91

95

400

435

440

465

520

575

655

10

12

12

14

16

19

22

0.0754

0.0601

0.0470

0.0366

0.0283

0.0221

0.0176

0.15

0.15

0.16

0.17

0.19

0.20

0.23

Continuous current ratings (load factor= 100%) for one circuit in operation (Amperes)

Earthing
conditions

Induced
current
in the

metallic
screen

Laying conditions: Trefoil formation Laying conditions: Flat formation

with
circulating
currents

without
circulating

current

515
580
655
735

865
970
1065

615
765
805
920

1090
1245
1385

240 R
300 R
400 R
500 R

630 R
800 R
1000 R

445
500
565
635

750
835
915

490
560
640
730

870
990
1100

without
circulating

current

240 R
300 R
400 R
500 R

630 R
800 R

1000 R

540
620
705
805

920
1040
1155

475
535
610
695

795
895
995

690
855
915
1055

1225
1405
1580

555
630
730
845

980
1120
1265

Earthing
conditions

Induced
current
in the

metallic
screen

Nominal
sectional

area

Nominal
sectional

area

Direct burial Direct burialIn air In air

mm2 mm2

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

ρT in ºC.m./W ρT in ºC.m./W

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

D

D

↔

↔

1.3 m 1.3 m

D2D↔ ↔

2D DD
↔↔↔
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87 / 150 (170)  KVXLPE CABLES
COPPER CONDUCTOR

Lead sheath screen

Constructional data (nominal)

Nominal
sectional

area
mm2

Shape
D i a m e t e r

mm

T h i c k n e s s
o f

C o n d u c t o r
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

i n s u l a t i o n

A p p ro x .
m m

T h i c k n e s s
o f

l e a d
s h e a t h

m m

O u t s i d e
d i a m e t e r

o f
c a b l e

A p p ro x .
m m

We i g h t
o f

c a b l e

A p p ro x .
k g / m

E l e c t ro -
s t a t i c

c a p a c i t a n c e

µF / k m

T h i c k n e s s
o f

i n s u l a t i o n
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

J a c k e t

m m

L e a d
s e c t i o n a l

a re a

m m2

D C
c o n d u c t o r
re s i s t a n c e

at 20ºC

Ω/ k m

Conductor

240 R

300 R

400 R

500 R

630 R

800 R

1000 R

R:
compact
Round

stranded

18.4

20.5

23.2

26.4

30.3

34.7

39.1

1.0

1.0

1.0

1.0

1.0

1.0

1.0

20.0

20.0

20.0

20.0

20.0

20.0

20.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

2.0

2.0

2.0

2.1

2.2

2.4

2.5

3.4

3.5

3.5

3.6

3.8

4.0

4.0

76

81

81

85

91

95

99

435

465

465

515

575

655

715

11

12

13

15

17

20

23

0.0754

0.0601

0.0470

0.0366

0.0283

0.0221

0.0176

0.13

0.14

0.15

0.16

0.17

0.19

0.21

Continuous current ratings (load factor= 100%) forone circuit in operation (Amperes)

Earthing
conditions

Induced
current
in the

metallic
screen

Laying conditions: Trefoil formation Laying conditions: Flat formation

with
circulating
currents

without
circulating

current

515
575
605
735

865
965
1060

615
700
805
920

1090
1240
1385

240 R
300 R
400 R
500 R

630 R
800 R

1000 R

445
500
565
635

745
835
915

490
555
640
730

865
985
1100

without
circulating

current

240 R
300 R
400 R
500 R

630 R
800 R
1000 R

545
615
650
805

920
1040
1150

475
535
610
695

795
895
995

685
780
905
1050

1215
1395
1570

550
625
725
840

970
1115
1255

Earthing
conditions

Induced
current
in the

metallic
screen

Nominal
sectional

area

Nominal
sectional

area

Direct burial Direct burialIn air In air

mm2 mm2

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

ρT in ºC.m./W ρT in ºC.m./W

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

D

D

↔

↔

1.3 m 1.3 m

D2D↔ ↔

2D DD
↔↔↔
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130 / 225 (245)  KVXLPE CABLES
COPPER CONDUCTOR

Lead sheath screen

Constructional data (nominal)

Nominal
sectional

area
mm2

Shape
D i a m e t e r

mm

T h i c k n e s s
o f

C o n d u c t o r
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

i n s u l a t i o n

A p p ro x .
m m

T h i c k n e s s
o f

l e a d
s h e a t h

m m

O u t s i d e
d i a m e t e r

o f
c a b l e

A p p ro x .
m m

We i g h t
o f

c a b l e

A p p ro x .
k g / m

E l e c t ro -
s t a t i c

c a p a c i t a n c e

µF / k m

T h i c k n e s s
o f

i n s u l a t i o n
s c re e n

A p p ro x .
m m

T h i c k n e s s
o f

J a c k e t

m m

L e a d
s e c t i o n a l

a re a

m m2

D C
c o n d u c t o r
re s i s t a n c e

at 20ºC

Ω/ k m

Conductor

400 R

500 R

630 R

800 R

1000 R

R:
compact
Round

stranded

23.2

26.4

30.3

34.7

39.1

1.0

1.0

1.0

1.0

1.0

23.0

23.0

23.0

23.0

23.0

1.0

1.0

1.0

1.0

1.0

2.4

2.4

2.5

2.5

2.7

3.7

3.7

3.9

3.9

4.1

90

91

99

99

108

620

625

710

715

840

16

17

20

22

26

0.0470

0.0366

0.0283

0.0221

0.0176

0.14

0.15

0.16

0.18

0.18

Continuous current ratings (load factor= 100%) forone circuit in operation (Amperes)

Earthing
conditions

Induced
current
in the

metallic
screen

Laying conditions: Trefoil formation Laying conditions: Flat formation

with
circulating
currents

without
circulating

current

645
725

860
965
1055

795
910

1080
1235
1375

400 R
500 R

630 R
800 R

1000 R

555
625

740
830
910

635
725

860
980

1090

without
circulating

current

400 R
500 R

630 R
800 R
1000 R

700
800

915
1035
1145

610
695

790
890
990

895
1040

1195
1380
1540

715
830

955
1105
1230

Earthing
conditions

Induced
current
in the

metallic
screen

Nominal
sectional

area

Nominal
sectional

area

Direct burial Direct burialIn air In air

mm2 mm2

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

ρT in ºC.m./W ρT in ºC.m./W

ρT= 1.0
T=20ºC

ρT= 1.2
T=30ºC

T=30ºC T=50ºC

D

D

↔

↔

1.3 m 1.3 m

D2D↔ ↔

2D DD
↔↔↔
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